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RIZEN TITAN HV

Vysokonapěťové, modulární, bateriové úložiště s 3,74 kWh moduly.
Úložiště lze rozšířit na 5 bateriových modulů o celkové kapacitě 18,7 kWh.

MODULÁRNÍ DESIGN

JEDNODUCHÁ INSTALACE

OCHRANA IP65

PLUG &PLAY

VHODNÉ PRO BACK-UP

RIZEN TITAN HV - EXCLUSIVE BLACK
VYSOKONAPĚŤOVÁ BATERIE

GS-HV-3.74 / GS-HV-7.48 / GS-HV-11.23 / GS-HV-14.97 / GS-HV-18.7



KOMPLEXNĚ CERTIFIKOVÁNO

Solární panely a výrobní zařízení společnosti
AEG splňují nejnovější normy, aby byla zaručena 
bezpečnost a spolehlivost. Výrobní závody jsou
certifikovány podle ISO 9001, ISO 14001 a ISO
45001. AEG solar výrobky jsou certifikovány
mimo jiné podle:

770 110 011 info@acetex.cz/

VAŠE VÝHODY NA PRVNÍ POHLED

Prémiový solární panel z kvalitních komponent 
Certifikace produktu:
IEC/EN 61215-1:2016; IEC/EN 61215-1-1:2016;
IEC 61215-2:2016 / EN 61215-2:2017 + AC:2017 + AC:2018;
IEC 61730-1:2016 / EN IEC 61730-1:2018 + AC:2018;
IEC 61730-2:2016 / EN IEC 31730-2:2018 + AC:2018
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[V] 273 390 Weight [kg] 96 141
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Class 9

Transportation UN 38.3

1 to 4 parallel

floor-stand

carbon or white color

Model: AS-BBH1-xxx/HV Model: AS-BBH1-xxx/HV 

-10 to 50 

15 to 30

-30 to 60

5 to 95

max. 2000

Natural convection

Certification
Cell: UL1642

Battery module: IEC 62619 & UL1973

Hazardous materials classification

Lithium LFP

WARRANTY
1

Product and performance
10-year standard warranty or 6000 cycles 

(whichever comes first)

AS-BBH1-10000/HV, AS-BBH1-15000/HV 

PHYSICAL CHARACTERISTICSELECTRICAL CHARACTERISTICS 

Depth of Discharge (DOD)

Cooling method

Voltage range (usable) 

Charge voltage

Charge / Discharge current (nominal)

RELIABILITY AND CERTIFICATION

TECHNICAL DRAWINGS

Charge / Discharge current (max)

Altitude

OPERATING CONDITIONS

Discharge cut-off voltage

Ingress protection rating IP54

System configuration

PRODUCT NAMECODE (PNC)

PRODUCT APPEARANCE

Operating temperature

Operating temperature (recommended)

Storage temperature

Humidity conditions

PRODUCT SERIES 

AEG HIGH VOLTAGE BATTERY

Battery type

Nominal capacity 

Usable capacity 

Nominal voltage 

AS-BBH1-10000/HV - front and side view AS-BBH1-15000/HV - front and side view

VYSOKONAPĚŤOVÉ, MODULÁRNÍ, BATERIOVÉ ÚLOŽIŠTĚVYSOKONAPĚŤOVÉ, MODULÁRNÍ, BATERIOVÉ ÚLOŽIŠTĚVYSOKONAPĚŤOVÉ, MODULÁRNÍ, BATERIOVÉ ÚLOŽIŠTĚ

Technické specifikace

MODEL

GS-HV-7.48 GS-HV-11.23 GS-HV-14.97 GS-HV-18.7GS-HV-3.74

PARAMETRY

Nominální kapacita 

Využitelná kapacita (90% DOD)

Nominální napětí

Rozsah provozního napětí

Max. nabíjecí / vybíjecí proud

DOD

Chlazení

MODEL

OBECNÉ

Technologie baterie

Rozměry (VxŠxH)

Hmotnost

Počet bateriových modulů

IP ochrana

Možnost umístění

Rozsah provozních teplot

Komunikace

Cykly (90% DOD)

Záruka

Provozní nadmořská výška

CERTIFIKACE

Certifikáty

3.74 kWh

3.36 kWh

96 V

81 ~ 108 V

7.48 kWh

6.73 kWh

192 V

162 ~ 216 V

11.23 kWh

10.1 kWh

288 V

243 ~ 324 V

14.97 kWh

13.47 kWh

384 V

324 ~ 432 V

18.7 kWh

16.83 kWh

480 V

405 ~ 540 V

30 A / 30 A

90 %

Pasivní

1258x651x217

LiFePO4

124.1 Kg

3

932x651x217

86.8 Kg

2

606x651x217

49.5 Kg

1

1584x651x217

161.4 Kg

4

1910x 651x217

198.7 Kg

5

IP65

Na zemi / vnitřní nebo venkovní

-10 °C ~ +50 °C

CAN / RS485

>5500 cyklů

10 let

Pasivní

UN 38.3, EN / IEC 62619, IEC 62040

CERTIFIKACE

1) Zkušební podmínky: 90% DOD, 0.5 C vybíjení a nabíjení v +25 °C

2) Doporučený nabíjecí a vybíjecí proud je 20 / 30A

3) Okolní teplota nabíjení (0 ~ 40 °C) / vybíjení (-10 ~ +50 °C)

1

2

3
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